### Harco Drop-In Grates

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>6&quot;</td>
<td>7.50</td>
<td>5.82</td>
<td>0.32</td>
<td>1.57</td>
<td>9.66</td>
</tr>
<tr>
<td>8&quot;</td>
<td>10.17</td>
<td>7.67</td>
<td>0.32</td>
<td>1.57</td>
<td>19.31</td>
</tr>
<tr>
<td>10&quot;</td>
<td>12.44</td>
<td>9.65</td>
<td>0.375</td>
<td>1.625</td>
<td>31.49</td>
</tr>
<tr>
<td>12&quot;</td>
<td>15.10</td>
<td>11.53</td>
<td>0.375</td>
<td>1.625</td>
<td>41.05</td>
</tr>
<tr>
<td>15&quot;</td>
<td>19.27</td>
<td>14.18</td>
<td>0.375</td>
<td>1.625</td>
<td>67.01</td>
</tr>
<tr>
<td>18&quot;</td>
<td>22.49</td>
<td>17.31</td>
<td>0.375</td>
<td>1.625</td>
<td>98.83</td>
</tr>
<tr>
<td>24&quot;</td>
<td>29.67</td>
<td>23.13</td>
<td>0.375</td>
<td>1.625</td>
<td>177.56</td>
</tr>
<tr>
<td>30&quot;</td>
<td>36.10</td>
<td>29.75</td>
<td>0.375</td>
<td>1.625</td>
<td>295.32</td>
</tr>
</tbody>
</table>

HARCO DROP-IN GRATES HAVE A LIGHT DUTY RATING QUALITY: MATERIALS SHALL CONFORM TO ASTM A536 80-55-06 MATERIAL: DUCTILE IRON PAINT: CASTINGS ARE FURNISHED WITH BLACK PAINT LOCKING DEVICE: 1/4" X 2" LAG SCREW - USE 7/16" SOCKET

**NOTICE**

This document contains confidential or proprietary information of The Harrington Corporation. Neither the document nor the information therein is to be reproduced, distributed, or disclosed, either in whole or in part, except as specifically authorized in writing by The Harrington Corporation. Copyright 2014 The Harrington Corporation/ Harco Fittings.

**NOTES EXCEPT AS SPECIFIED**

1. All Dimensions in inches.
2. Do Not Scale Drawing.
3. Deburr All Edges.
4. All Dimensions are for a Finished Product.
5. 1/16" Fillets & Rounds Unless Otherwise Noted.
6. Tolerances: 
   - XX = ±0.01
   - XXX = ±0.005
   - XXXX = ±0.0005
7. Angles = ± 1°

**Drawn By:** DAC
**Date:** 1/22/2014
**Scale:** n/a
**Effective Date:**

**Revised By:** DAC
**Scale:** 1 of 1

**Material:** Iron, Ductile

**The Harrington Corporation**

**Title:** HARCO DROP-IN (LIGHT DUTY)